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^ (57) Abstract: The invention relates to an equilibrated charging method for n cells of a lithium-ion or lithium-polymer battery, 
1/^ connected in series. The method is characterised in canrying out a continuous monitoring of the levels of charge of the different cells 

(1), from the beginning of the operation of charging the battery (2) and during said process and, as a function of said analysis of 
O the levels of charge, to carry out a uniform supply to all the ceils (1), or an equilibration of the levels of charge of said cells (1), by 

supplying the same in different manners, as a function of the levels of charge thereof 

o 

^ (57) Abrege : Precede de chargement equilibre d'une batterie lithium-ion ou lithium polymere La presente invention a pour objet 

Oun procede de chargement equilibre de n cellules constitutives d'une batterie lithium-ion ou lithium polymere et associees en serie. 
Proc6de caracteris6 en ce qu'il consiste 
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a realiser en permanence, des le d6but de I'op^ration de charge de la batterie (2) et lout au long du deroulement de cette operation, une 
surveillance des niveaux de charge des differentes cellules (1), et h effectuer, en fonction de revaluation pr^alable desdits niveaux de 
charge, soit une alimentation uniforme de toutes les cellules (1), soit un equilibrage desdits niveaux de charge desdites cellules (1) 
en alimentant ces dernieres de mani^re differenciee en fonction de leurs niveaux de charge courants. 



